H
1
3
H

GENERAL NOTES
VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.

THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE CONTROLLER
EQUIPMENT IN ORDER TO OPERATE VIDEO DETECTION EQUIPMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL VIDEO DETECTION CAMERA
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE SO THAT SHA
FORCES CAN MAKE THE FINAL CONNECTIONS.

THE INSTALLATION OF PROPOSED VIDEO DETECTION EQUIPMENT SHALL NECESSITATE THE
REMOVAL OF EXISTING CABLES ASSOCIATED WITH THE PRESENCE LOOP DETECTORS BEING
REPLACED BY VIDEO DETECTION.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE
SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS.

ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.
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T0O BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.

DESCRIPTION UNITS
VIDEO DETECTION CAMERA EA
CONTROL CABLE, 250 FOOT VIDEO DETECTION EA
CAMERA TO CONTROLLER
20 FOOT LIGHTING ARM ON SIGNAL STRUCTURE EA
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